
Installation instructions

LDALI-BM2 L-DALI Pushbutton Coupler

Instructions de montage
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Instruzioni di montaggio

Instrucciones de montaje

Monteringsanvisning

max 50º C

min 0º C
0.010 kg

kg

red
green
blue
white
black

1
2
3
4
−

5
6
7
8
−

gray
gray
gray
gray
black

1
2
3
4
−

5
6
7
8
−

10 – 90 %

RH
[inch]

mm

45.8

37.8

7

0.2 - 1.5 mm2 [AWG 24 - 16]8

AWG 24AWG 24

[1.803]

[1.488]

[.276]

13.5
[.531] 9.

0
[.

35
4]

2x

200 [7.874]

2x

200 [7.874]

DALI Load:
typ. 3.0 mA
@ 16 V DC,
max. 6mA 

inrush current
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Wiring Diagram

85 6 71 432

max. 10m max. 10m

current source:
3mA /LED

Do NOT connect mains voltage (85-240 VAC) to the terminals 1, 2, 3, 4, 5, 6, 7, 8, +, - 

Supply of feedback LEDs:
Option 1: separate 24V DC power supply for each DALI-line, establish single point
connection between GND and the DALI-line.

Option 2: connect DALI-line (take care of the DALI-polarity and be aware of the 
additional current consumption of 3mA/LED)

Terminal

DA, DA

LED 24VDC+-

1, 2

3, 4

−

5, 6, 7, 8

Function

DALI-Bus

LED power supply, must be Earth free!
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